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7.4    LCD Driver
The VK1056B is a 56 (14×4) pattern LCD driver. It can be configured as 1/2 or 1/3 
bias and 2COM or 3COM or 4COM  by the software configuration.

7.5    Communication Interfacing

3 lines are required to interface with the VK1056B.

The /CS pin is used to initialize the serial interface circuit and to terminate the 
communication with HOST.

The DATA pin is the serial data input/output line. Data to be read or written or 
commands to be written have to be passed through the DATA line. 

The /WR line is the WRITE clock input. The data, address, and command on the 
DATA line are all clocked into the VK1056B on the rising edge of the WR signal.

7.6    Command Format

VK1056B can be configured by the Software setting. There are two mode commands 
to configure the LCD parameters and to transfer the LCD display data,The command 
mode ID is 100,The data mode WRITE operation ID is 101.

The following are the data mode IDs and the command mode ID:

Operation MODE ID

WRITE DATA 101

COMMAND COMMAND 100
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8      CMD/Data Timing Diagrams

8.1   WRITE Mode

1    0     1 A5 A4 A3 A2 A1 A0 D0 D1 D2 D3 D0 D1 D2 D3

data1 display ram addr 2 data2

/CS

/WR

DATA

display ram addr1

/CS

/WR

DATA

data3

D0  D1 D2    D3

data4

Successive Address Writing

display ram addr 1

Command Code : 101

1    0     1 A5 A4 A3 A2 A1 A0

data1 data2

note：Write 4bit data  then address auto increment

D0  D1 D2    D3 D0  D1 D2    D3D0  D1 D2    D3 D0  1     0    1           A5  A4  A3  A2  A1  A0
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8.2   Command Mode

Data and Command Mode

Command Code : 100

8.3   Data and Command Mode

CMD 1 CMD---- CMD i CMD or Data mode

CS

WR

DATA

CS

WR

DATA

Cmd or Data mode addr&data Cmd or Data mode addr&data Cmd or Data mode addr&data

C8 C7 C6 C5 C4 C3 C2 C1 C0C8 C7 C6 C5 C4 C3 C2 C1 C01    0     0
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9   Command Summary

Note:  X：0 or 1
             A5-A0：DIspaly RAM addresses
             D3-D0：4bit DIspaly RAM data

Name ID Command Code D/C Function Def.

WRITE 101 A5A4A3A2A1A0D0D1D2D3 D Write data to the RAM

SYS DIS 100 0000-0000-X C Turn off  system oscillator YES

SYS EN 100 0000-0001-X C Turn on the system clock

LCD OFF 100 0000-0010-X C Turn off LCD bias generator YES

LCD ON 100 0000-0011-X C Turn on LCD bias generator

RC 256k 100 0001-10XX-X C on-chip RC oscillator YES

BIAS 1/2 100 0010-abX0-X C
LCD 1/2 bias option
ab=00：2 COMS 
ab=01：3 COMS 
ab=10：4 COMS

BIAS 1/3 100 0010-abX1-X C
LCD 1/3 bias option
ab=00：2 COMS 
ab=01：3 COMS 
ab=10：4 COMS

TEST 100 1110-0000-X C Test mode

NORMAL 100 1110-0011-X C Normal mode YES

D/C：  Data/Command mode
Def.：Power on reset default
101 and 100 is command ID

10/16Rev.1.3 06-May-2025

VK1056B



 永嘉微电
Vinka Microelectronics

10   Application Circuits
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When VDD=5V and VR=15K:
The VLCD is approximately 4.2V
It is recommended to use a 20K adjustable 
resistor for VR to achieve the best display 
effect and take the resistance value at this time.

When the surrounding interference is relatively large, a 10R to 1k resistor and a PF-level 
small capacitor to ground can be connected in series on the communication pin
When the power supply of the single-chip microcomputer (3.3V) and the driver chip (5V) is 
inconsistent, it is recommended to add a level conversion circuit to the communication pin
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relatively large without soldering, it is 
recommended to solder these three resistors
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It is recommended that the COM pins of the chip and the LCD be 
connected in a one-to-one sequence
The SEG pins can be shuffled for the convenience of PCB routing
Note that when writing software, the sequence corresponding to the 
displayed RAM should also be changed
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11     Electrical characteristics

11.1  Absolute Maximum Ratings

11.2  DC Characteristics
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Item Symbol Ratings Unit
Power voltage VDD -0.3～5.5 V
Input Voltage VIN VSS-0.3～VDD+0.3 V

Storage Temperature TSTG -50～+125 ℃
Operating Temperature TOTG -40～+85 ℃

VK1056B

Item Symbol Min. Typ. Max. Unit
Test Conditions

VDD Conditions
Operating voltage VDD 2.4 — 5.2 V — —

Operating current IDD1
— 150 300 3V No load/LCD ON 

On-chip RC oscillator— 300 600 5V

Operating current IDD2
— 60 120 3V No load/LCD ON 

Crystal oscillator— 120 240 5V

Operating current IDD3
— 100 200 3V No load /LCD off the 

external clock— 200 400 5V

Standby current ISTB
— 0.1 5 3V No load, 

Power down mod— 0.3 10 5V

Input Low Voltage VIL
0 — 0.6 V 3V DATA, /WR, /CS0 — 1.0 5V

Input High Voltage VIH
2.4 — 3.0 V 3V DATA, /WR, /CS4.0 — 5.0 5V

DATA IOL1
0.5 1.2 — mA 3V VOL=0.3V
1.3 2.6 — 5V VOL=0.5V

DATA IOH1
-0.4 -0.8 — mA 3V VOH=2.7V
-0.9 -1.8 — 5V VOH=4.5V

LCD COM Sink Current IOL2
80 150 — 3V VOL=0.3V
150 250 — 5V VOL=0.5V

LCD COM Source Current IOH2
-80 -120 — 3V VOH=2.7V
-120 -200 — 5V VOH=4.5V

LCD SEG Sink Current IOL3
60 120 — 3V VOL=0.3V
120 200 — 5V VOL=0.5V

LCD SEG Source Current IOH3
-40 -70 — 3V VOH=2.7V
-70 -100 — 5V VOH=4.5V

Pull-UP Resistor RUP
40 80 150 kΩ 3V DATA, /WR, /CS30 60 100 5V

A 

A 

A 

A 

A 

A 

A 

A 
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11.3  AC Characteristics
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Item Symbol Min. Typ. Max. Unit
Test Conditions

VDD Conditions

System Clock fSYS1
- 256 -

kHz
3V On-chip RC oscillator

- 256 - 5V On-chip RC oscillator

LCD Clock fLCD1 - fSYS1/1024 - On-chip RC oscillator

LCD Common Period tCOM - n/ fLCD - sec - N：Number of COM

Serial Data Clock(/WR) FCLK1
- - 150

kHz
3V

Duty cycle 50%
- - 300 5V

Serial Interface Reset PW tCS - 250 - ns - /CS

/WR Input Pulse Width tCLK
3.34 - - μs 3V Write mode
1.67 - - μs 5V Write mode

Rise/Fall Time
Serial Data Clock Width tr，tf - 120 - ns

3V
-

5V

Setup Time for DATA 
to /WR Clock Width tsu - 120 - ns

3V
-

5V

Hold Time for DATA 
to /WR Clock Width th - 120 - ns

3V
-

5V

Setup Time for /CS 
to /WR Clock Width tsu1 - 100 - ns

3V
-

5V

Hold Time for /CS 
to /WR Clock Width th1 - 100 - ns

3V
-

5V

VK1056B
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12 Package Information

12.1    SOP24 (300mil) (15.40mm × 7.5mm PP=1.27mm)        

A
2 A

c

0.
25

L

L1

θ°
Df

EE1

f

D

BASE METAL WITH PI ATING

SECTION B-B

A
1

b e B  B

b1

b

c1 c

Note:
1.. All dimension are in 
2.. Dim D&El does not include plas
flash；Df includes plastic flash(f)；
Flash: Plastic residual around body edge
after de junk/singulation.
3.. Dim b does not include dam
protrusion/intrusion.
4.Plating thickness 0.007mm-0.020mm

SYMBOL
MILLIMETER

MIN NOM MAX
A - - 2.64
A1 0.10 0.15 0.20
A2 2.24 2.34 2.44
b 0.39 - 0.47
b1 0.38 0.41 0.43
c 0.25 - 0.30
c1 0.24 0.25 0.26
D 15.19 15.29 15.38
Df 15.29 - 15.79
E 10.10 10.30 10.50
E1 7.40 7.50 7.60
e 1.27 BSC
L 0.71 0.86 1.01
L1 1.30 1.40 1.50
θ 0 - 8°
f 0.05 - 0.20
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At the same time, the Customer is solely 
responsible for determining whether our 
products are suitable for the Application 
Program products, the application of the 
Program and the use of third party customers. 
The Customer shall provide appropriate 
design and operation safeguards to minimize 
the risks associated with its products and 
applications. The Company shall not be 
liable for any defects, losses, expenses or 
other problems arising from the weakness or 
defect of the Customer's application or 
product, or from the use of other third party 
products. The Customer shall be responsible 
for the necessary product or application 
testing for its third-party customers using the 
Company's products to avoid unnecessary 
losses caused by improper use. The Company 
assumes no liability in this respect.

Commercial terms of sale —— The terms 
of sale of the Company's products shall apply 
to the general commercial terms of sale. If 
otherwise required, a separate and valid 
written agreement may be made, in which 
case the terms and conditions of that separate 
and valid written agreement will apply. With 
respect to the customer's purchase of our 
products, the Company hereby expressly 
refuses to apply the Customer's general terms 
and conditions.

Export control —— The products and items 
described in this document may be subject to 
export control regulations. Export may 
require prior approval from state authorities.

13   Disclaimer

Warranty and liability —— The information 
in this document is correct and reliable,  but we 
make no warranty as to the accuracy or 
completeness of this information. We are not 
responsible for the  consequences of the use of 
such information. In any case, Shenzhen Vinka 
Microelectronics Co.,  Ltd. (hereinafter 
referred to as the Company) will not be liable 
for any indirect, accidental, punitive damages,  
whether such damages are based on tort 
(including negligence), warranty, breach of 
contract or other legal theories.

Right to change   —— The Company reserves 
the right to make any changes to the 
information published in this document at any 
time. The changed document will replace all 
previously published information. You can 
visit our website at any time:
https://www.szvinka.com/

Applicability —— Our products are not 
designed for use in systems and equipment 
that are critical to life and safety. For the use 
of our products resulting in failure, resulting in 
personal injury, even death, or serious 
property or environmental damage to the 
application. If the Company's products are 
used in such devices or applications, the 
Company will not be responsible for any risks 
caused by such devices or applications, and 
such risks are therefore borne by the customer.

Apply —— All applications described herein 
about the product are for illustrative purposes 
only. Without further testing or modification, 
the Company makes no representations or 
warranties as to the suitability of the 
application for its intended use. The Company 
is not responsible for assisting with the 
application or customer's product design. 
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14   Revision History

No. Version Date Modify the content

1 1.0
2 1.1

Check

2018-08-10

2018-10-11

Original version YES

YESAdd reference circuit

[1] Consult the recently published documents before starting or finishing the design.

[2] Since the release of this document ,  the device product status described in this
document may have changed and may differ in several cases. The latest product
status information can be found on the Internet at  https://www.szvinka.com/

3 1.2 2019-03-21 YESCheck alignment
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4 1.3 2025-05-06 YESUpdate version

VK1056B
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